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Recording An Interview Using an Edirol R-09HR 
Portable Recorder. 

Introduction. 

 
 
 

 

 
 
 

 

 The Edirol R-09HRis a lightweight 

portable solid-state recorder that is 

small enough to fit into the palm of 

your hand. 

 It is a reliable device for recording 

high quality WAV files or High 

capacity MP3 files onto SD 

memory cards (up to 8GB). 

 

 Its easy one touch recording and 

unobtrusive size makes it suitable 

for new gathering and interview 

situations. 

 

 The Kit includes a hand held omni 

directional mic for professional 

interview quality or built in stereo 

mics for ambiance recording. 

 

 It has a built in preview speaker and a 

Wireless remote controller, to 

enable checking of material on 

location. The recorded files can be 

easily transferred to a Digital Audio 

Workstation, via its USB 2.0 

connector, and edited using a 

program such as Adobe Audition. 

Accessories included in the kit. 

The recorder is supplied from the MLS as a 

kit of accessories in a small flight case. 

When booking the out please check that you 

have the following: accessories. 

 

 R-09HR recorder. 

 Microphone XLR to mini jack lead.  

 Remote Control. 

 Plastic desk stand 

 Headphones (fitted with mini jack or 

adapter).  

 Audio Technica AT8010 Microphone 

and stand clip. 

 Mains adapter & USB cable. 

 

 

 

 

 

 

 

 

 

 

 

 

If any of the above is missing or incorrect, 

please ask the technician for help before 

taking the equipment from the stores. 
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Preparing The Hardware. 
 

 The recorder is fitted with a 512 MB 

formatted SD memory card. 

 

 The batteries are charged. (Note it uses 

two standard AA Batteries). 

  
 

 

Set-Up And Recommended Settings for radio applications. 

For Broadcast applications it is recommended that you recall the factory default, then 

change the external mic input to mono, as described below. This will automatically 

set the device to record in uncompressed stereo16 bit, 44.1Khz sampling rate WAV 

file, suitable for high quality broadcast, giving you approximately 50 Mins on a 

512MB memory card. The default will set the gain control to manual with an 

automatic limiter to suppress overload. 

For longer sessions or vocal interviews it is possible to set the record format to MP3 

format, which gives a lower quality recording, but increases the recording time to 

about 500 mins. 
 

 

 
 

 

 

 

Make sure that Hold is off 

before making any changes. 
 

1. Hold the power for 3 

seconds to switch On. 

2. Push the menu button. 

3. Use the down arrow to 

select “9. Factory reset”. 

4. Push red Rec button to 

select reset. 

5. Push red Rec button again 

to reset the recorder to the 

default settings. 

6. Use the right arrow to 

select “yes” & press Rec 

7. Push the MENU button to 

return to the main, menu. 

8. Use the UP arrow to select 

Input setup and press Rec. 

9. Highlight Ext Mic Type 

and use the << arrow to 

select Mono. 

10. Push the MENU button 

twice to store the changes. 

Open  

 

Close 

Headphone level 
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Setting the battery type 

 

When the unit is reset to factory default, as described above, the battery type is set to 

Alkaline (Non rechargeable). If you are using rechargeable batteries you will need to 

change the battery type to NiMH (Nickel Metal Hydride Rechargeable). 

 

To do this: 

 

1. Push the menu button. 

2. Use the up or down arrow to select “4. Power Management”. 

3. Push red REC button to select Power management display. 

4. Use the up or down arrow to select battery type “Alkaline”. 

5. Use the right arrow to select “NiMH”. 

6. Push the MENU button to return to the main menu. 

7. Push the MENU button to store the changes and return to the operation 

display. 

 

Clearing the Memory card. 

 

The Edirol R-09 uses an SD card to store the recorded information. When it is 

connected via a USB lead to a computer, it automatically switches to USB mode and 

effectively behaves like a USB memory stick. Not only does this mean that you can 

copy files from the recorder, you can also copy files to the recorder. As well as audio 

files it can also include documents, data files and viruses! Also note that Non audio 

files cannot be seen in the Edirol finder display. 

In order to protect the PC and your work, it is recommended that you format the SD 

card before use to clean out any files left by the last user and to clean out any viruses. 

 

To format the card do the following: 

 

1. Push the menu button. 

2. Use the up or down arrow to select “8 SD Card”. 

3. Push red REC button to select SD card display. 

4. Use the down arrow to select “Format” 

5.  press the REC button. The display reads “Are you Sure”  

6. Use the right arrow to select “Yes” and press the REC button. 

7. The display will read Processing and then Complete and finaly display the SD 

card menu. 

8. Push the MENU button to return to the main menu. 

9. Push the MENU button to return to the operation display. 
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Setting up the hardware 

 

Plug the Headphone mini jack into the headphone 

socket between the two built in mics and Connect 

the hand held microphone via the XLR to MIC 

mini jack input of the recorder. Note that this 

disconnects the internal mics and speaker of the 

recorder. 

 

Note that this recorder does not support mics that 

require 48V phantom power. If this is required you 

will need to use the Marantz PMD660 or a similar 

recorder with a phantom power output. 

 

 

 

 

 

 

 

 
 
 

Recording. 

Make sure that Hold is off before making any changes (Including pressing record). 

 

Before starting a recording session, it 

is recommended that you set the 

switches on the back of the recorder as 

follows. 

 

Set the: 

Limiter to ON. 

Low Cut to ON. 

Mic Gain to High. 

Plug in power to OFF (if on battery) 

 

 
 

 

1. Press the REC button to put the 

unit in record standby mode (The 

red lights will flash and a new file 

will be opened for the recording). 

2. Monitor the record level of the 

level meter on the display. 

3. Set the record level with the level 

control on the left side of the 

recorder. If The peak lights then 

turn down the input level. 

4. Adjust the headphone volume on 

the right side of the recorder. 

5. To start the recording, press the 

REC button again. The unit will 

start recording and the red lights 

will stay on 

 

Recording level 
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For optimum record level, adjust the control with the loudest sound you expect to record 

in the session. The input level should be adjusted to be close to but not go over the 0dB 

mark. If the PEAK lights up at any time, reduce the recording level. Try not to make 

drastic changes to the level during the final recording and you will make it easier to edit 

later. If you use an alternative mic, you may need to switch the mic gain switch on the 

back of the recorder to L (low gain). 

6. To pause the recording press REC PAUSE.  

7. To pause the recording during an interview, press Pause II.  

8. To continue recording press either the Rec or Pause II buttons. Note this does not start 

a new file but continues in the same file. 

9. When the recording session is complete, push the STOP button. The device will then 

close the file. 

Copying the Files To A Digital Audio Workstation. 

Files recorded on the Edirol R-09HR can be copied onto a computer either by removing 

the SD card and inserting into a SD card reader, or by transferring the files via its USB 

Port. It will work with both Mac OSX and Windows XP Software. 

1. Connect the peripheral end of a Mini 

USB cable to the R-09HR and the 

computer USB end into a spare USB 

port. 

2. USB will appear in the Display. 

3. After a few seconds the recorder will 

appear as an external drive on the 

computer and files can be dragged 

and dropped into other directories as 

required. These can then be edited 

using external software, such as 

Adobe Audition. 

 
 

Other features. 

The recorded tracks can be played back through the headphones. Note that when a track is 

stopped, it will continue from that point if started again unless the back button is pressed. 

The Reverb function can be used to add ambience to the playback of a recording. Note 

that this does not put the effect on the actual recorded file. To turn off the reverb press 

the reverb button. 

The speed button can be used to slow down the playback so that dialogue can be more 

easily understood or transcribed Note that this also does affect on the actual recorded 

file. 

 

Individual tracks can be erased and new folders can be set up using the finder menu, or 

with a MAC or PC via the USB. 

To erase a track on the recorder. 

1. From the main display (not in USB mode), Press the Finder button,  

2. Use the arrows to select the track you wish to erase. 

3. Press the Rec button. 

4. Use the arrows to select Delete 

5. Press Rec then press Rec again. The displayed track will be erased. 

6. Press Finder to return to the main display. 
 

For further details of these features see the online user manual at 

http://www.edirol.com/index.php?option=com_content&task=view&id=332&Itemid=390 


